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PLEXIGLAS* 

DOM ELITES 


for Efficient, Economical 
Transmission of Daylight 

VANCO DOM ELITES are simple in design 

and construction and provide up to 24 % more light. They 
consist of strong, shatterproof Plexiglas® Acrylic light domes 
secured between two extruded aluminum support frames. 
Because of the design simplicity and the strength and dura¬ 


bility of the materials, VANCO DOMELITES last longer and 
* require no maintenance. 

Plexiglas® domes are available in either clear or white trans¬ 
lucent. 

VANCO DOMELITES are made in square, rectangular 
and round shapes in many sizes. They are available with insu¬ 
lated curbs and roof flanges or without curbs for over curb 
mounting. Square and rectangular DOMELITES are avail¬ 
able as single units or in multiples. 



EXCLUSIVE VANCO DOMELITE FEATURES 


0 Shatterproof, weather-resistant acrylic 
dome. One-piece Plexiglas® ... no holes, no screws to 
weaken it . . . requires no cleaning, no maintenance. 

( 2 ) Rust-proof outside frame. Strong, durable, 
non-corrosive extruded aluminum . . . requires virtually 
no care. 

Expansion-contraction space. Patented 
design provides for expansion and contraction of Plexiglas. 

Condensation gutter. Continuous gutter pre¬ 
vents water back-up. 



® 

© 


Patented inner frame. Extruded aluminum 
with integral raised bosses . . . provides firm bearing for 
Plexiglas and eliminates clogging . . . condensation flows 
to roof between bosses. 

Tamper-proof. Inner and outer frames are secured 
by special tamper-proof metal ring fasteners. 

Easy installation. Units shipped completely as¬ 
sembled, ready for snug-fit installation on curb. Exclu¬ 
sive outside anchorage eliminates disassembling and reas¬ 
sembling and staging. (Inside anchorage also available if 
desired.) 





To add VENTILATION 
and FIRE VENTING 

VANCO ventilating and fire vent¬ 
ing units are available for use with 
VANCO DOMELITES, utilizing 
the same exclusive design and con¬ 
struction techniques. See DOME- 
AIR (Page 6) and FIRE VENT¬ 
ING (Page 7). 


KOOL-DOMES 

VANCO has available at no extra charge special 
VANCO KOOL-DOMES with features for positive 
heat control and light transmission. There is no need 
for fabric embedments which may mar the Plexiglas 
surface, causing crazing and collecting of dirt and re¬ 
ducing light transmission over 65%. 

Plexiglas W2447 which gives more light transmis¬ 
sion and positive heat control — or Plexiglas W7328 
which gives equal light transmission but eliminates 
more heat— are both available in VANCO KOOL 
DOMES by specific request. 


SELF-FLASHING 

The new VANCO inexpensive 
self-flashing domelite units are 
now available. They require no 
special curb preparations. They 
give pleasant lighting effect with 
added insulation value of double 
dome. Write for details and spec¬ 
ifications. 
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DOMELITES 
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Square and Rectangular 

For Curb i&/e" and 4" thick 

VANCO DOMELITES are designed for installation on any thick¬ 
ness of curb furnished by others. These units are factory assembled 
and shipped ready for installation. 

SPECIFICATIONS 

A. Skylights shall be VANCO DOMELITES, Model No_, as 

manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units each consisting of a thermoplastic 
acrylic resin dome and an extruded aluminum frame.* 

C. The dome shall be formed in one piece to specified shape from White 
Translucent (or Clear Colorless) thermoplastic acrylic resin Rohm & Haas 
Plexiglas.® 

D. The inner frame shall be .080” thick extruded aluminum and the outer 
frame shall be .062" thick 6063-T5 extruded aluminum with integral metal 
bosses (raised on inner frame, recessed on outer frame) to give dome a firm 
and even bearing. These bosses shall provide ample space for flow of conden¬ 
sation between them and for free discharge onto the roof and also provide 
for unrestricted expansion and contraction of the domes. 

E. Base flashing (by others) shall extend over top of curb. 

F. All joints in aluminum frames shall be continuously welded; .joints in 
copper shall be riveted and soldered. All joints shall be thoroughly watertight. 
There shall be no holes or fastenings through plastic domes. 

G. Gaskets or other material for bedding of "Plexiglas”® domes shall not 
be permitted. 

H. DOMELITES shall be shipped completely assembled (with a removable 
protective coating) ready for anchorage to roof curbs. 

I. Manufacturer’s detailed data sheet shall be submitted for approval prior 
to installation. 

*// preferred, frames can be specified in 16 oz. copper . 



(Dimensions in inches) 


MODEL 

A 

A 

B 

B 

DOME 

RISE 

20201C 

20 

20 

157/8 

157/8 

5 

20281C 

20 

28 

157/8 

237/8 

5 

20521C 

20 

52 

157/8 

477/8 

7 

24241C 

24 

24 

197/8 

197/8 

5 

36361C 

36 

36 

317/s 

317/8 

8 

36481C 

36 

48 

317/8 

437/8 

10 

36521C 

36 

52 

317/s 

477/8 

10 

42421C 

42 

42 

377/s 

377/8 

10 

43641C 

43 

64 

387/s 

597/8 

13 

42801C 

42 

80 

377/8 

757/8 

13 

48481C 

48 

48 

437/8 

437/8 

12 

52521C 

52 

52 

477/8 

477/8 

12 

60601C 

60 

60 

^ 557/8 

557/8 

13 

32961C 

32 

96 

277/8 

917/8 

8V2 

64761C 

64 

76 

597/8 

717/8 

15 V 2 

64961C 

64 

96 

597/8 

917/s 

16 

98981C 

98 

98 

937/8 

937/8 

22 

991191C 

99 

119 

947/8 

1147/8 

25 




(Dimensions in Inches) 


MODEL 

A 

A 

C 

C 

For 1V 4 " Curbs 
B* B* 

For 4" Curbs 
B* B* 

DOME 

RISE 

2020 

20 

20 

191/8 

191/s 

157/8 

157/8 

111/8 

111/8 

5 

2028 

20 

28 

191/a 

271/s 

157/8 

237/8 

111/8 

191/8 

5 

2052 

20 

52 

191/8 

511/8 

157/a 

477/8 

111/8 

431/8 

7 

2424 

24 

24 

231/8 

231/8 

197/a 

197/8 

151/8 

151/8 

5 

3636 

36 

36 

351/8 

351/8 

317/s 

317/s 

271/8 

271/8 

8 

3648 

36 

48 

351/8 

471/8 

317/g 

437/8 

271/8 

391/8 

10 

3652 

36 

52 

351/8 

511/8 

317/s 

477/a 

271/8 

431/8 

10 

4242 

42 

42 

411/8 

411/8 

377/8 

377/8 

331/8 

331/8 

10 

4364 

43 

64 

421/s 

631/s 

387/8 

597/8 

341/8 

551/8 

13 

4280 

42 

80 

411/8 

791/8 

377/8 

757/a 

331/8 

711/8 

13 

4848 

48 

48 

471/8 

471/8 

437/8 

437/8 

391/8 

391/8 

12 

5252 

52 

52 

511/8 

511/8 

477/8 

477/8 

431/8 

431/8 

12 

6060 

60 

60 

591/8 

591/8 

557/8 

557/8 

511/8 

511/8 

13 

3296 

32 

96 

311/8 

951/8 

277/8 

917/a 

231/8 

871/8 

8V2 

6476 

64 

76 

631/s 

751/8 

597/8 

717/s 

551/8 

671/8 

15V2 

6496 

64 

96 

631/8 

951/8 

597/8 

917/e 

551/8 

871/a 

16 

9898 

98 

98 

971/8 

971/8 

937/8 

937/8 

891/8 

891/s 

22 

99119 

99 

119 

981/s 

1181/8 

947/8 

1147/a 

901/8 

1101/8 

25 


*NOTE: If Built-Up Base Flashing is Used Deduct From both "B” and 
,f C” Dimensions. 


Square and Rectangular 

complete with insulated curb 

Insulated curbs shall be 1 thick of .032 aluminum, 4" or 9" 
high (specify which) *, completely insulated and with integral 
flat flange for mounting directly to roof. 

" Other heights available at specific request. 


MULTIPLE DOMELITE 

A VANCO Multiple 
DOMELITE 
Arrangement (of 
square and rectangu¬ 
lar shapes only) offers 
the maximum benefits of natural daylighting and 
weather protection as well as greatly reducing lighting 
costs in all types of buildings. 


E. VAN NOORDEN COMPANY 

lOO MAGAZINE ST., BOSTON 19, MASS. 
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DOM ELITES 


A 



(Dimensions in Inches) 


MODEL 

A 

A 

C* 

C* 

B* 

B* 

DOME 

RISE 

2020DD 

20 

20 

191/s 

191/a 

157/8 

157/8 

5 

2028DD 

20 

28 

191/8 

271/s 

157/s 

237/8 

5 

2052DD 

20 

52 

191/8 

511/8 

157/s 

477/8 

7 

2424DD 

24 

24 

231/s 

231/s 

197/8 

197/8 

5 

3636DD 

36 

36 

351/s 

351/s 

317/a 

317/s 

8 

3648DD 

36 

48 

351/e 

471/a 

317/s 

437/a 

10 

3652DD 

36 

52 

351/a 

511/8 

317/a 

477/8 

10 

4242DD 

42 

42 

411/8 

411/8 

377/a 

377/8 

10 

4364DD 

43 

64 

421/s 

631/s 

387/a 

597/8 

13 

4280DD 

42 

80 

411/8 

791/s 

377/8 

757/8 

13 

4848DD 

48 

48 

471/a 

471/s 

437/8 

437/8 

12 

5252DD 

52 

52 

511/8 

511/8 

477/8 

477/e 

12 

6060DD 

60 

60 

591/s 

591/e 

557/8 

557/8 

13 

3296DD 

32 

96 

31i/e 

951/s 

277/8 

917/8 

8 V 2 

6476DD 

64 

76 

631/s 

751/s 

597/8 

717/8 

15V2 

6496DD 

64 

96 

631/s 

951/s 

597/8 

917/8 

16 


DOUBLE DOMELITE 

For high thermal insulation and balanced daylight. 

VANCO Double DOMELITES consist of an inner and outer dome, 
separated by an airspace and mounted in a single frame. 


SPECIFICATIONS 

A. Skylights shall be VANCO Double DOMELITES, Model No_, 

as manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units consisting of an outer and inner 
thermoplastic acrylic resin dome and an extruded aluminum frame. 

C. The domes shall be formed in one piece thermoplastic acrylic resin Rohm 
& Haas Plexiglas ®. The outer dome shall be White Translucent (or Clear 
Colorless). The inner dome shall be White Translucent. 

D. The inner frame shall be .080" thick extruded aluminum and the outer 
frame shall be .062" thick 6063-T5 extruded aluminum with integral metal 
bosses (raised on inner frame, recessed on outer frame). Bosses shall provide 
ample space for flow of condensation between them and for free discharge onto 
the roof and also provide for unrestricted expansion and contraction of the 
domes. 

E. The curb (by others) shall be 1%" thick. Base flashing (by others) shall 
extend over top of curb. 

F. All joints in aluminum frames shall be continuously welded. All joints 
shall be thoroughly watertight. There shall be no holes or fastenings through 
domes. 

G. See Items G, H, and I on specifications of standard DOMELITES on 
Page 3. 







t 


*NOTE: If Built-Up Base Flashing is Used Deduct From both ”B” and 
f, C” Dimensions. 


CEILINGLITE 

Square and Rectangular 

The VANCO Square and Rectangular CEILINGLITE is available with 
VANCO Plexiglas® DOMELITES, which provide natural daylight. Together 
they serve the dual purpose of increasing insulation and of concealing lighting 
fixtures. If desired, fluorescent lights (furnished by others) installed around 
the well sides, between the CEILINGLITE and DOMELITE, provide a neat, 
attractive appearance for double-duty day and night lighting. The air space 
between the CEILINGLITE and DOMELITE acts as double insulation to keep 
out winter cold and summer heat. VANCO CEILINGLITES are hinged on 
one side for easy accessibility. Captive fasteners, exclusive with VANCO, 
which cannot be lost or misplaced, lock the frames in position. 


SPECIFICATIONS 

A. Ceilinglites shall be VANCO CEILINGLITES, Model No_, 

as manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units each consisting of a thermoplastic 
acrylic resin dome and a 20 gauge painted steel frame. 

C. The dome shall be formed in one piece to specified shape from White 
Translucent thermoplastic acrylic Rohm & Haas Plexiglas®. 

D. The domes shall be held securely in place by means of self adjusting spring 
tension clips. 

E. Frames shall have concealed hinges for easy access and be equipped with 
non-detachable locking hardware. 

F. VANCO CEILINGLITES shall be shipped completely assembled (with 
a removable protective coating) ready for fastening to inside of DOMELITE 
wells. 

G. Manufacturer’s detailed data sheet shall be submitted for approval prior 
to installation. 



(Dimensions in Inches) 




m 
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LIGHT CONTROL LOUVERS va 
AND SKYSHADES 


LIGHT CONTROL LOUVERS 

The VANCO LIGHT CONTROL LOUVERS control the amount of light en¬ 
tering a room through the DOMELITE. Since the amount of light passing 
through the louver can be reduced to zero, this unit becomes especially useful 
for visual education classes, photo darkrooms, hospitals and similar applica¬ 
tions. The frame is welded and extremely rigid. 

SPECIFICATIONS 

A. The light control louvers shall be VANCO LIGHT CONTROL LOU¬ 
VERS, Model No._, as manufactured by E. Van Noorden Company. 

B. They shall be ceiling mounted type—or well mounted type for use with 
Ceilinglite or other similar units. (Specify which type). 

C. They shall be factory assembled units consisting of mounting frame and 
louver blades on 4 1 / 2 // centers allowing *4" overlap when closed. 

D. Blades shall be steel_ (or aluminum) finished white, and shall 

be manually_(or motor operated). 

E. Motor operated units shall be operated by 1 Phase, 60 Cycle, 115 Volts A.C. 
Motor complete with cord and male plug. 


(Dimensions in inches) 


SKYSHADE 

MODEL 

LIGHT 

CONTROL 

LOUVRE 

MODEL 

With 

1%" Curb 

With 

4" Curb 

B* 

B* 

B* 

B* 

2020S 

2020L 

157/8 

157/8 



2028S 

2028L 

157/8 

237/8 



2052S 

2052L 

157/8 

477/8 



2424S 

2424L 

197/8 

197/8 



3636S 

3636L 

317/a 

317/8 

27Va 

27Vs 

3648S 

3648L 

317/a 

437/8 

271/8 

391/a 

3652S 

3652L 

317/a 

477/8 

271/8 

431/a 

4242S 

4242 L 

377/a 

377/8 

331/8 

331/s 

4364S 

4364L 

387/a 

597/8 

341/8 

551/s 

4280S 

4280L 

377/8 

757/8 

331/8 

71 Vs 

4848S 

4848L 

437/8 

437/8 

391/s 

391/s 

5252S 

5252L 

477/8 

477/8 

431/a 

431/s 

6060S 

6060L 

557/8 

557/8 

511/8 

511/8 

3296S 

3296L 

277/8 

917/8 

231/a 

871/s 

6476S 

6476L 

597/8 

717/8 

551/s 

671/a 

6496S 

6496L 

597/8 

917/8 

551/8 

87 Vs 


*NOTE: If Built-Up Base Flashing is Used on Roof Curbs Deduct y%" From 
”B” Dimensions. 


SKYSHADES 

In areas where controlled daylighting is required, the VANCO SKYSHADE 
is especially valuable in the well under the VANCO DOMELITE. The 
VANCO SKYSHADE is complete with white enameled steel frame, operating 
hardware and cord. 

SPECIFICATIONS 

A. Skyshade for well opening shall be VANCO SKYSHADE, Model No. 
_, as manufactured by E. Van Noorden Company. 

B. The shades shall be of pliable material, lightproof and flame resistant, 
white in color.* They shall be crackproof and shall not fade. 

C. They shall be mounted on suitable spring rollers, in metal housings full 
width of light well, and operated from floor below by pliable woven cords. They 
shall be free in their operation and have numerous intermediate stops for 
light shading. 

D. Edges of shades shall run within special channels attached to sides of well, 
and free ends of shades are to terminate within special metal box receivers, all 
designed to completely shut out daylight. 

E. All metal shall be of 24-gauge cold rolled steel, finished in baked white 
enamel. Rust-proof cross ties of nylon shall be provided to prevent sagging of 
shades when in closed or partly closed position. 

F. Where shades are operated through CEILINGLITES, cords shall not 
penetrate Plexiglas domes and shall not interfere with operation of the 
CEILINGLITES. 

G. Manufacturer’s detailed data sheet shall be submitted for approval prior 
to installation. 

*Also available in other colors on specific request. 



E. VAN NOORDEN COMPANY lOO MAGAZINE ST., BOSTON 19, MASS. 
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DOMELITE AND VENTILATION 


VANCO DOME-AIR combines power control ventila¬ 
tion with automatic weather door and natural daylight¬ 
ing in one prefabricated package. It consists of a 
VANCO DOMELITE set on an insulated aluminum 
curb into which is mounted an automatic fan. It is an 
ideal installation for homes, schools, factories, institu¬ 
tions and public buildings. In addition to clear day¬ 
lighting it rids the inside air of fumes, odors, dust and 
excess heat. 


INSULATED 

r—WEATHER DOOR CONDENSATION 
MOTOR OPERATED GUTTER 



Also available—for gravity ventilation—are VANCO DOMELITE 
LOUVER-VENTS, complete with one, two, three or four louvers, 
stationary or movable (specify which) mounted in the insulated curb! 


SPECIFICATIONS 

For Light-Duty Ventilation 

A. Plastic .ventilating Skylights shall be VANCO DOME-AIRS, Model No. 

———-, as manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units each consisting of a thermoplastic 

acrylic resin dome, extruded aluminum frame, insulated aluminum curb and 
one light-duty powered air exhauster (available with 2, 3, or 4 exhausts per 
unit at specific request). r 

S' T h , e c . urb , shal , 1 be of °32 aluminum and l’/g" thick, insulated with Fiber- 
roof deck mSuIated CUrb sha11 have an inte « ral fla * roof flange for fastening to 

D. The ventilating unit shall consist of an 8" exhaust fan designed for inter¬ 
mittent use with a capacity of 425 CFM. Curb shall be l4l/ 2 " high. (Fan shall 
be mounted on long side of unit unless otherwise specified.) 

\ ,™ e motor shall be 110V, single phase, 60 cycle, 1550 RPM. Grille 
shall be removable for access to air exhaust equipment. 

F. An insulated weather door, motor-operated, shall be furnished as part 
of unit. When motor is activated, door opens, and closes when motor is 
shut oft. 

G. Time Delay Wall Switches are optional at request. 

H 'i S rf/-,»al?T.S’T-P’ F, ,P and 1 under Specifications for Square and Redan- 
gular DOMELITES on Page 3. 


(Dimensions in inches) 


MODEL 

A 

A 

B 

B 

DOME 

RISE 

DA2020 

DA2028 

DA2052 

DA2424 

DA3636 

DA3648 

DA3652 

DA4242 

DA4364 

DA4280 

DA4848 

DA5252 

DA6060 

DA3296 

DA6476 

DA6496 

20 

20 

20 

24 

36 

36 

36 

42 

43 

42 

48 

52 

60 

32 

64 

64 

20 

28 

52 

24 

36 

48 

52 

42 

64 

80 

48 

52 

60 

96 

76 

96 

157/8 

157/8 

157/a 

197/8 

317/a 

317/a 

317/a 

377/s 

387/a 

377/8 

437/8 

477/8 

557/8 

277/8 

597/8 

597/8 

157/8 

237/8 

477/8 

197/8 

317/8 

437/8 

477/8 

377/8 

597/8 

757/8 

437/8 

477/8 

557/8 

917/8 

717/8 

917/8 

5 

5 

7 

5 

8 

10 

10 

10 

13 

13 

12 

12 

13 

8 V 2 

I5y 2 

16 






For Heavy-Duty Ventilation 

(Same as Light-Duty except substitute the following for "D”): 

D. The ventilating unit shall consist of a 12" exhaust fan designed for 
continuous duty with a capacity of 900 CFM. Curb shall be 20" high. 
Option: 3-Speed switch is available as extra equipment. It will give fan 
capacities of 900, 750 and 600 CFM at 1700, 1400 and 1100 RPM 
respectively. 


(Dimensions in inches) 


MODEL 

A 

A 

B 

B 

DOME 

RISE 

DV2020 

DV2028 

DV2052 

DV2424 

DV3636 

DV3648 

DV3652 

DV4242 

DV4364 

DV4280 

DV4848 

DV5252 

DV6060 

DV3296 

DV6476 

DV6496 

20 

20 

24 

36 

36 

36 

42 

43 

42 

48 

52 

60 

32 

64 

64 

NOT MAr 
28 

52 

24 

36 

48 

52 

42 

64 

80 

48 

52 

60 

96 

76 

96 

IUFACTURED 

157/a 

157/a 

197/8 

317/a 

317/a 

317/a 

377/s 

387/s 

377/s 

437/8 

477/8 

557/8 

277/8 

597/ 8 

597/8 

237/a 

477/8 

197/a 

317/s 

437/8 

477/a 

377/s 

597/8 

757/8 

437/8 

477/8 

557/8 

917/8 

717/s 

917/s 

5 

7 

5 

8 

10 

10 

10 

13 

13 

12 

12 

13 

8 y 2 

15y 2 

16 





















































DOMELITE FIRE HATCH 


The VANCO DOMELITE FIRE HATCH provides the combination of a 
VANCO DOMELITE, for controlled daylighting, and a safety vent for safe, 
quick release of heat and smoke to the atmosphere. Fusible link actuated 
hardware opens VANCO DOMELITE FIRE HATCH quickly and positively 
to exhaust heat and smoke to the exterior. 

SPECIFICATIONS 

A. Combination plastic Skylights and fire release units shall be VANCO 

DOMELITE FIRE HATCH, Model No. _, as manufactured by 

E. Van Noorden Company. 

B. They shall be factory assembled units each consisting of thermoplastic 
acrylic resin dome, an extruded aluminum frame, an aluminum curb, and a 
spring-loaded lifting arrangement to the FIRE HATCH unit triggered by a 
fusible link. Under excessive heat (160° F.) the fusible link shall release 
and the spring-loaded lifting arrangement shall open the FIRE HATCH 
unit. The spring-loaded lifting arrangement shall consist of aluminum and 
corrosion resistant steel levers and arms. 

C. Thrust brackets shall be .250 r/ aluminum and connected with the rocker 
arms by a corrosion resistant steel bar lifting lever. 

D. The DOMELITE FIRE HATCH shall be set on aluminum curbs with 
integral flat flange for fastening to the roof deck. 

E. See Items C, D, F, G and I under Specifications for Square and Rectan¬ 
gular DOMELITES on Page 3. 

F. Insulation on curbs, if required, shall be furnished and installed by others. 

FLAT-DECK FIRE HATCH 

VANCO FLAT-DECK FIRE HATCH provides the same fire-safety venting 
benefits as the VANCO DOMELITE FIRE HATCH but has a solid insulated 
aluminum cover in place of the VANCO Plexiglas® dome. This unit, like the 
VANCO FIRE HATCH, is also equipped with a spring-loaded fusible link 
which opens automatically at 160°F. permitting heat, smoke and toxic fumes 
to escape. 


SPECIFICATIONS 


A. Automatic fire, smoke and gas-venting unit shall be VANCO FLAT- 

DECK FIRE HATCH, Model No.-, as manufactured by E. Van 

Noorden Company. 

B. They shall be factory assembled units each consisting of an insulated 
aluminum cover and a sprirtg-loaded lifting arrangement to the FLAT-DECK 
FIRE HATCH unit triggered by a fusible link. Under excessive heat (160° F.) 
the fusible link shall release and the spring-loaded lifting arrangement shall 
open the FLAT-DECK FIRE HATCH unit to the atmosphere. The spring- 
loaded lifting arrangement shall consist of aluminum and corrosion resistant 
steel levers and arms. 

C. All joints in aluminum frames shall be continuously welded. All joints 
shall be thoroughly watertight. 

D. The FLAT-DECK FIRE HATCH shall be set on aluminum curbs with 
integral flat flange for fastening directly to roof deck. 

E. Manufacturer’s detailed data sheet shall be submitted for approval prior 
to installation. 

F. Insulation on curbs, if required, shall be furnished and installed by others. 




(Dimensions in Inches) 


DOMELITE 
FIRE HATCH 

FLAT DECK 
FIRE HATCH 

A 

A 

B 

B 

DOME RISE 
Domelite Fire 
Hatch Only 

3636FH 

3636FDH 

36 

36 

317/8 

317/a 

10 

3648FH 

3648FDH 

36 

48 

317/ 8 

437/s 

10 

3652FH 

3652FDH 

36 

52 

317/s 

477/8 

10 

4848FH 

4848FDH 

48 

48 

437/a 

437/8 

12 

5252FH 

5252FDH 

52 

52 

477/s 

477/8 

12 




(Dimensions in Inches) 


MODEL 

A 

A 

B 

B 

DOME 

RISE 

3636H 

36 

36 

317/s 

317/s 

10 

3648H 

36 

48 

317/s 

437/8 

10 

3652H 

36 

52 

317/8 

477/8 

10 

4848H 

48 

48 

437/s 

437/8 

12 

5252H 

52 

52 

477/s 

477/8 

12 


DOMELITE HATCHWAY 

VANCO DOMELITE HATCHWAYS provide the economy of natural day¬ 
light plus safe, easy access to the roof through a combination plastic dome 
skylight and hatchway set over one roof opening. 

A VANCO DOMELITE AIR-HATCH is also available for daylighting and 
simple ventilation in applications where access to the roof is not required. 

SPECIFICATIONS 

A. Plastic hatchway shall be VANCO DOMELITE HATCHWAY, Model 

No. -, as manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units, each consisting of a thermoplastic 
acrylic resin dome, an extruded aluminum frame and aluminum curb 
complete with manual operating hardware. 

C. The curb shall be of 3003-H14 aluminum with integral flat flange 
for fastening to the roof deck. 

D. See Items C, D, F, G and I under Specifications for Square and Rectan¬ 
gular DOMELITES on Page 3. 

E. Insulation on curbs, if required, shall be furnished and installed by others. 

E. VAN NOORDEN COMPANY 

lOO MAGAZINE ST., BOSTON 19, MASS. 
























































DOMELITE Circular 


The VANCO Circular DOMELITE consists of a Circular DOMELITE 
mounted on a 4" or 9” high insulated metal curb. 

SPECIFICATIONS 

A. Circular Skylights shall be standard VANCO Circular DOMELITES, 

Model No. _, complete with insulated aluminum* curb (curb 

height 4" or 9" standard; other heights on request) as manufactured by 
E. Van Noorden Company. 

B. The dome shall be formed in one piece to specified shape from White 
Translucent (or Clear Colorless) thermoplastic acrylic resin Rohm. & Haas 
Plexiglas®. 

C. The frames shall be .032 aluminum* with integral metal bosses (raised 
on inner frame, recessed on outer frame) to give dome a firm and even 
bearing. These bosses shall provide ample space for flow of condensation 
between them and for free discharge onto the roof and also provide for 
unrestricted expansion and contraction of the domes. 

D. The curb shall be of 3003-H14 aluminum* and shall be insulated. 

E. All joints in aluminum frames shall be continuously welded; joints in 
copper and galvanized shall be riveted and soldered. All joints shall be 
thoroughly watertight. 

F. All units shall be suitable for mounting directly on roof opening. 

G. There shall be no holes or fastenings through plastic domes. 

H. Manufacturer’s detailed data sheet shall be submitted for approval 
prior to installation. 

*7/ preferred, frames and curbs may be specified in 16 oz. copper or 24 
gauge galvanized. 


(Dimensions in Inches) 


DOMELITE 

CIRCULAR 

CEILINGLITE 

CIRCULAR 

A 

Domelite Only 

B 

Domelite 
DOME RISE 

Ceilinglite 
DOME RISE 

36D 

36CL 

36 

31 

11 

4V2 

48D 

48CL 

48 

43 

13 

5 

60D 

60CL 

60 

55 

19 

7 

72D 

72CL 

72 

67 

22 

9 

84D 

84CL 

84 

79 

25 

11 

96D 

96CL 

96 

91 

29 

13 


CEILINGLITE Circular 

VANCO Circular CEILINGLITES are designed for installation under 
Circular DOMELITES. They provide for diffusion of light, added thermal 
insulation, and concealment of lighting fixtures furnished by others. Non- 
detachable locking hardware provides for easy accessibility into the well. 

SPECIFICATIONS 

A. Circular CEILINGLITE shall be VANCO Circular CEILINGLITES, 

Model No. _, as manufactured by E. Van Noorden Company. 

B. They shall be factory assembled units each consisting of a thermoplastic 
acrylic resin dome and a cold rolled steel frame finished in baked white 
enamel. 

C. The dome shall be formed in one piece to specified shape from White 
Translucent Rohm & Haas Plexiglas®. 

D. The domes shall be held securely in place by means of self-adjusting 
spring tension clips. 

E. The frames shall have non-detachable captive locking hardware and, 
when opened, shall be suspended by heavy-duty concealed suspension chains. 

F. Manufacturer’s detailed data sheet shall be submitted for approval prior 
to installation. 





WELL-LINER 

The VANCO Circular WELL-LINER provides an 
economical metal well finish for circular VANCO 
DOMELITES. This unit is furnished in two 
standard adjustable heights (8" to 15" and 14" to 
26") to fit a wide range of well depths. Special 
heights are available on specific request. 


Since it is the policy of E. Van Noorden Company to continually 
improve design and construction of its products , all details and 
specifications noted herein are subject to change without notice. 

E. VAN NOORDEN COMPANY 

lOO MAGAZINE STREET, BOSTON 19, MASS. 

Established in 1873 

In Canada — Westeel Products Ltd. — Montreal, Toronto, Winnipeg 



ALL VANCO.products are A. F. of L. Building 
Trades Union made — your assurance of 
highest quality throughout. 


© 1958 E. VAN NOORDEN CO. 


PRINTED IN U.S.A. 
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